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SYMBOLS
1 Work area
XXX Active Work area
b Sign
O Barricade, drum, or verfical panels
[ ] Flagger with fraffic control sign

lllinois Department of Transportation

APPROVED Jonuary 1, 2005

ENGINEER OF OPERATIONS

APPROVED January 1 2005

16-1-1 Q3Nsst

ENGINEER OF DESIGN AND ENVIRONMENT

150 /m P‘\ @
(500 )@

N\

Excavating operations

/

\
Barricades or vertical panels

at 30 m (100" centfers

{

\

Excavated area where no excav-

@

ating work is being performed

W20-4(0)-48 W20-1101(0)-48

@ Minimum distance s 60 m (200'). Maximum

distance fo be determined by the Engineer
but In no case to exceed the length of

I/5> day’s normal operation or 3200 m

(2 miles) whichever Is less.

Signs are not required If distance beftween
work operations is less than 600 m (2000")
unless restricted sight distance exists.

GENERAL NOTES

This Standard is used where at any time,
any vehicle, equipment, workers or fTheir
activities will encroach on fthe pavement
during widening operations.

Two flaggers are required for each
separate operatfion.

All dimensions are in millimeters (inches)

unless otherwise shown.

LANE CLOSURE, 2L, 2W,

PAVEMENT WIDENING,

FOR SPEEDS > 45 MPH

DATE REVISIONS

1-1-05 |Moved flaggers off
roadway and deleted
FLAGGER SYMBOL sign.

1-1-99 [Rev. RCA sign spacing.
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